Filter

WIDEST CHOICES FOR DIFFERENT POOL SIZES

For residential and semi-commercial pools

Bobbin-wol
Reinforced

36psi (2.5bar)

43°C (109°F)

sand 0.5-0.8mm e

water technology

WWW.€mauxgroup.com



V Ond S SerleS FIHGI’S are manufactured by

automatic bobbin winding technology from long-lasting and
non-corrosive fiberglass and resin. The UV resistant composites allow
the filter fo resist extreme weather conditions for a long working life

’ o without corrosion.

Technical Information:

(1.5"MPVO01, 2"MPV02, 2.5"MPV12)
2. universal standard of union connection
V! 3. pressure gauge
4. lateral system

Model: V900

; ;
A 3 88010101 I V350 009  157/50mm  72pm  432m’h

3 88010102 I V400 013 15'/5mm  108pm 648mh 35
3 3 88010103 I V450 016  15/50mm  135pm 810m’h 45
} 88010104 I V500 022  15/50mm  185pm 1110m%h 85
| i 88010105 I V650 032  15/50mm  260pm 1560m¥h 145
3 88010106 I V6SO(PB) 032 2.0°/63mm  267lm 1600m’h 145
i | 88010606 I V650(B) 032  20°/63mm  267pm 1600m¥h 145
! 3 88010107 I V700 040  15'/50mm  325pm 1950m¥h 210
V700 (B) - V1400 i 88010608 I V700@8) 041 20'/63mm  336pm 20l6m%h 215
} 88010609 I V800 050  20°/63mm  415pm 2490m¥h 355
3 | 88010610 88015610 V900 064  20°/63mm  520pm 3120m¥h 470
} 88010650 88015650  V900(C) 064  25/75mm  533pm 3200m¥h 470
| 3 88010611 88015611 V1000 079  20°/63mm  650pm 39.00m¥h 620
3 88010651 88015651  VI000(C) 079  25/75mm  658pm 3950m%h 620
3 3 88010613 88015613 V1200 113 20°/63mm  860lpm 5160m%h 860
} 88010652 88015652  V1200(C) 113 25 /75mm  94lpm 5650m%h 860
| 88010614 88015614 V1400 154 25'/75mm  1155ppm 69.30m%h 1400
: V Series Filter is equipped with :

1. é-way clamp/bolt style multiport valve

Product Dimension:

Model No
mm mm mm mm mm

V350
V400 757 640 590 175 410 390
V450 814 698 638 210 455 390
V500 845 730 670 235 535 500
V/650,V650PB 950 835 775 300 635 500
V650(B) 957 815 731 300 635 500
V700 1020 905 845 330 710 500
V700(8) 1092 960 877 390 723 500
V800 1200 1085 1002 425 800 780
V900 1300 1172 1090 480 900 780
V900(C) 1334 1242 1145 480 900 780
V1000 1400 1340 1260 580 1000 780

V1000(C) 1434 1410 1160 580 1000 780 Model: V700 (B)
V1200 1600 1550 1468 740 1200 1000
V1200(C) 1634 1620 1368 740 1200 1000

Model: V450

V1400 1845 1683 1586 750 1400 1000

Suggested sand weight varies with the differences in filter media size. For reference only.

Filters - P and SP Series







EMAUX WATER TECHNOLOGY CO., LTD Available from:
ADDRESS: Flat A-D, 20/F., Kai Bo 22, 22 Wing Kin Road,
Kwai Chung, Hong Kong

PHONE +852 2832 9880

WWW.€mMAauxgroup.com

YOUR PREMIER SUPPLIER
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