
DELIVER SUPERIOR ULTRA CLEAR WATER 
For residential & commercial pool and spa

Galaxy Multi-Element Cartridge Filter
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P1        Galaxy Multi-Element Cartridge Filter

The Galaxy Mult i -E lement Cartr idge F i l ter  i s  designed to be the best in i ts  class.  Adopting the latest 
technology and constructed with non-corroding and durable mater ials ,  the Emaux Galaxy Cartr idge 
F i l ter  has a bigger f i l ter  area than most models on the market.  The high capacity tank partnered with 
the advanced mult i -element raises hydraul ic di rt-catching performance to new levels.  Due to being 
eco and user f r iendly,  i t ’s  the ideal choice for res ident ial  and commercial  pools.

FeaturesProduct

Deliver superior ultra clear water 

Large flow air relief valveDetachable grip handle Smart pressure gaugelarge water drain

 

Large flow air relief valve

Cylindrical 
weatherproof rounded top

Detachable easy grip handle

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)

Smart indicative pressure gauge

3-in-1 heavy-duty, 
robust clamp kit

Knee-height rigid tank

large 1.5” water drain

Product Video

GB50/63 or
1.5"/2” or 2"/2.5"
connection

Cartridge filter element 



Cartridge Filter Element:
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Element

1. For public pools, the maximum flow velocity is 0.375 GPM/ft², with a maximum flow rate of 150 GPM.
2. Determined by pump size and piping system hydraulics; 2" piping is recommended for flow rates equal to or greater 

than 90 GPM (341 LPM).

Based on Industry standard:
NOTE:

Galaxy Multi-Element Cartridge Filter        P2
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Indicative pressure gauge tells you when to service 
Optional removable, easy-grip handle 
Knee-height tank base facilitates easy cartridge 
replacement 

User friendly

Eco-Friendly
Multi-element provides an enormous surface area to 
block more dirt thus require less cleaning. Also, no 
backwashing is needed like sand filters. It can save a 
large amount of water every year. 

3-session clamp kit allows removing and installing 
the top tank quickly
Large water drain makes fast, easy winterisation 
and simple cleaning and rinsing with a garden hose.

Trouble-free maintenance
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ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE
© 2021 EMAUX WATER TECHNOLOGY CO., LTD. ALL RIGHTS RESERVED.www.emauxgroup.com

Available from:

YOUR PREMIER SUPPLIER

EMAUX WATER TECHNOLOGY CO., LTD
2/F, Lockhart Centre, No. 301-307 Lockhart Road,
Wanchai, Hong Kong
PHONE +852 2832 9880 
www.emauxgroup.com 
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